
896

40 CFR Ch. I (7–1–97 Edition)§ 63.1048

fabric of the floating roof; a rim seal
detached from the floating roof; all or
a portion of the floating roof deck
being submerged below the surface of
the liquid in the separator; broken,
cracked, or otherwise damaged seals or
gaskets on closure devices; and broken
or missing hatches, access covers, caps,
or other closure devices.

(ii) The owner or operator shall per-
form the inspections following installa-
tion of the floating roof and, there-
after, at least once every year.

(iii) In the event that a defect is de-
tected, the owner or operator shall re-
pair the defect in accordance with the
requirements of paragraph (d) of this
section.

(iv) The owner or operator shall
maintain a record of the inspection in
accordance with the requirements spec-
ified in § 63.1048(a)(2) of this subpart.

(c) Owners and operators that use a
separator equipped with a fixed roof
and vented through a closed-vent sys-
tem to a control device in accordance
with the provisions of § 63.1044 of this
subpart shall inspect the air emission
control equipment as follows:

(1) The owner or operator shall vis-
ually inspect the fixed roof in accord-
ance with the following requirements:

(i) The fixed roof and its closure de-
vices shall be visually inspected by the
owner or operator to check for defects
that could result in air emissions. De-
fects include, but are not limited to,
visible cracks, holes, or gaps in the
roof sections or between the roof and
the separator wall; broken, cracked, or
otherwise damaged seals or gaskets on
closure devices; and broken or missing
hatches, access covers, caps, or other
closure devices.

(ii) The owner or operator shall per-
form the inspections following installa-
tion of the fixed roof and, thereafter, at
least once every year.

(iii) In the event that a defect is de-
tected, the owner or operator shall re-
pair the defect in accordance with the
requirements of paragraph (d) of this
section.

(iv) The owner or operator shall
maintain a record of the inspection in
accordance with the requirements spec-
ified in § 63.1048(a)(2) of this subpart.

(2) The owner or operator shall in-
spect and monitor the closed-vent sys-

tem and the control device in accord-
ance with the requirements specified in
§ 63.693 in 40 CFR 63 subpart DD—Na-
tional Emission Standards for Hazard-
ous Air Pollutants from Off-Site Waste
and Recovery Operations.

(d) The owner or operator shall repair
all detected defects as follows:

(1) The owner or operator shall make
first efforts at repair of the defect no
later than 5 calendar days after detec-
tion and repair shall be completed as
soon as possible but no later than 45
calendar days after detection except as
provided in paragraph (d)(2) of this sec-
tion.

(2) Repair of a defect may be delayed
beyond 45 calendar days if the owner or
operator determines that repair of the
defect requires emptying or temporary
removal from service of the separator
and no alternative treatment capacity
is available at the facility site to ac-
cept the regulated-material normally
treated in the separator. In this case,
the owner or operator shall repair the
defect at the next time the process or
unit that is generating the regulated-
material managed in the separator
stops operation. Repair of the defect
shall be completed before the process
or unit resumes operation.

(3) The owner or operator shall main-
tain a record of the defect repair in ac-
cordance with the requirements speci-
fied in § 63.1048(a)(3) of this subpart.

§ 63.1048 Recordkeeping requirements.
(a) Each owner or operator shall pre-

pare and maintain the following
records:

(1) Documentation describing the de-
sign of each floating roof and fixed roof
installed on a separator, as applicable
to the separator. When a floating roof
is used, the documentation shall in-
clude the dimensions of the separator
bay or section in which the floating
roof is installed.

(2) A record for each inspection re-
quired by § 63.1047 of this subpart that
includes the following information: a
separator identification number (or
other unique identification description
as selected by the owner or operator)
and the date of inspection.

(3) The owner or operator shall
record for each defect detected during
inspections required by § 63.1047 of this
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subpart the following information: the
location of the defect, a description of
the defect, the date of detection, and
corrective action taken to repair the
defect. In the event that repair of the
defect is delayed in accordance with
the provisions of § 63.1047(d)(2) of this
section, the owner or operator shall
also record the reason for the delay and
the date that completion of repair of
the defect is expected.

(b) Owners and operators that use a
separator equipped with a floating roof
in accordance with the provisions of
§ 63.1043 of this subpart shall prepare
and maintain records for each inspec-
tion required by § 63.1047(b)(1) describ-
ing the results of the seal gap measure-
ments. The records shall include the
date of the measurements performed,
the raw data obtained for the measure-
ments, and the calculations of the
total gap surface area. In the event
that the seal gap measurements do not
conform to the specifications in
§ 63.1043(b)(2) of this subpart, the
records shall include a description of
the repairs that were made, the date
the repairs were made, and the date the
separator was emptied, if necessary.

(c) Owners and operators that use a
separator equipped with a fixed-roof
and vented through a closed-vent sys-
tem to a control device in accordance
with the provisions of § 63.1044 of this
subpart shall prepare and maintain the
records required for the closed-vent
system and control device in accord-
ance with the requirements of § 63.693
in 40 CFR 63 subpart DD—National
Emission Standards for Hazardous Air
Pollutants from Off-Site Waste and Re-
covery Operations.

§ 63.1049 Reporting requirements.
(a) Owners and operators that use a

separator equipped with a floating roof
in accordance with the provisions of
§ 63.1043 of this subpart shall notify the
Administrator at least 30 calendar days
prior to each seal gap measurement in-
spection performed to comply with the
requirements in § 63.1047(b)(1) of this
subpart.

(b) Owners and operators that use a
separator equipped with a fixed-roof
and vented through a closed-vent sys-
tem to a control device in accordance
with the provisions of § 63.1044 of this

subpart shall prepare and submit to the
Administrator the reports required for
closed-vent systems and control de-
vices in accordance with the require-
ments of § 63.693 in 40 CFR 63 subpart
DD—National Emission Standards for
Hazardous Air Pollutants from Off-Site
Waste and Recovery Operations.

Subparts WW–III [Reserved]

Subpart JJJ—National Emission
Standards for Hazardous Air
Pollutant Emissions: Group IV
Polymers and Resins

SOURCE: 61 FR 48229, Sept. 12, 1996, unless
otherwise noted.

§ 63.1310 Applicability and designation
of affected sources.

(a) Definition of affected source. The
provisions of this subpart apply to each
affected source. An affected source is
either an existing affected source or a
new affected source. Existing affected
source is defined in paragraph (a)(6) of
this section, and new affected source is
defined in paragraph (a)(7) of this sec-
tion. The affected source also includes
the emission points and equipment
specified in paragraphs (a)(1) through
(a)(5) of this section that are associated
with each group of TPPU.

(1) Each wastewater stream.
(2) Each wastewater operation.
(3) Each heat exchange system.
(4) Each process contact cooling

tower used in the manufacture of PET
that is associated with a new affected
source.

(5) Each process contact cooling
tower used in the manufacture of PET
using a continuous terephthalic acid
high viscosity multiple end finisher
process that is associated with an ex-
isting affected source.

(6) Except as specified in paragraphs
(b) through (d) of this section, an exist-
ing affected source is defined as each
group of one or more thermoplastic
product process units (TPPUs) that is
not part of a new affected source as de-
fined in paragraph (a)(7) of this section,
that is manufacturing the same pri-
mary product, where each TPPU uses
as a reactant, or uses as a process sol-
vent, or produces as a by-product or co-
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